CAST IRON CAP TYPE TOP LID WITH 2" HOLE OR
COMPOSITE COVER WITH INTEGRAL SUPPORT FOR

ERT ITRON ERT.
FORGED BRASS PENTAGON BOLT
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LOCKING/ METER PIT DOME ALUMINUM,

SCREW ' CAST IRON OR APPROVED .
E\J )_l (20” \_k PLASTIC. (SEE MS-23) GENERAL NOTES

/ J

‘ ‘ 1. FOR INSTALLATION IN ROADWAYS,
DRIVEWAYS, SIDEWALKS, OR PARKING
AREAS PRIOR APPROVAL REQUIRED.
ROAD LID MAY BE REQUIRED.

o 2. NO CONCRETE FLOOR ALLOWED IN
METER PIT.

3. ACCORDING TO SECTION 6.27, METER
PIT SHALL BE CONSTRUCTED OF ANY
COMBINATION OF CONCRETE RINGS
TOTAL—48" IN LENGTH.
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4. ADJUSTMENT RINGS OF APPROVED
PLASTIC & CONCRETE SHALL BE
2",3",4", OR 6" IN HEIGHT AND
SHALL BE INSERTED BETWEEN THE
DOME AND TOP RING.

NOT LESS THAN 4'—6"
NOT MORE THAN 6'-0"

5. NO CONNECTIONS OR CHANGES IN
PIPE DIAMETER SHALL BE MADE IN

. THE METER PIT OR IN THE

. . DISTANCE OF FIVE FEET BEYOND

. ' THE METER. PIT WALL ON THE

OUTLET SIDE, EXCEPT WHEN

| o NECESSARY TO COMPLY WITH

1 ‘ 5'=0" Min SECTION 6.15.

NO CONNECTIONS

CURB STOP VALVE & STOP BOX
DEPTH OF HOLE — 4'-6"

IN
ouT
£-0"

b o,

6. LAWN SPRINKLER CONNECTIONS
SHALL BE A MINIMUM OF FIVE FEET
FROM THE METER PIT WALL ON THE
OUTLET SIDE.

T 7. ALTERNATIVE TO CONCRETE IS AN
APPROVED ONE PIECE PLASTIC
FLOW METER PIT.

: 3 8. METERS REQUIRE AN ELECTRONIC

DIGITAL ENCODER OR MECHANICALLY
ENCODED REGISTER WITH AN ITRON
ERT MODEL 40W-1.

A

METER A B C D
3/4" 14 1/4" | 9 5/16" 8 15/16" 5"
1" 17 1/4" 1" 1/16" 1" 1/4" 6"
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